Sarno Music Solutions

... Tone You Can Trust

Congratulations on your purchase of the Steel Guitar Black Box™, the finest vacuum tube tone enhancer
available. Please take a few moments to familarize yourself with your new unit, and read over the following
safety warnings and intructions. Should you have any questions at all, please do not hesitate to contact us at:
www.sarnomusicsolutions.com

How to use:

Safety: A

Specs:

1. Plug the Black Box AC power cord into 3-prong grounded wall outlet. Be sure to use
an outlet adjacent to the amplifier and any other devices being used in the audio chain.

2. Plug guitar into the "INPUT" jack on the Black Box.

3. Connect the "OUTPUT" jack of the Black Box to the input of the volume pedal,
effects pedals, or other devices.

4. Set the Variable Impedance knob to taste. Left is mellow and right is bright.

5. If desired, connect your tuner to the “Tuner” jack.

WARNING:
To reduce the risk of fire or electric shock, do not expose this appliance
to rain or moisture.

CAUTION:

To reduce the risk of fire or electric shock, do not remove screws.
No user-serviceable parts inside.

Refer servicing to qualified service personnel.

Frequency Response: 10Hz-200kHz
Input Impedance: Variable from 33kQ to 1MegQ

Output Impedance: 1KQ (approx.)

Power Consumption: 4w

Weight: 3lbs

Shipping Weight: 4lbs

Dimensions: 8.5"x4.5"x1.75"

Tube: 12AX7 (ECC83, ECC803, 7025)
B+ Supply: 300VDC

DC Heater Supply 6.3VDC

Powdercoated Steel Chassis
Cool blue pilot light!
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